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Application form
to order proportioning complexes for liquid components                                                               

Name of the company____________________________________________________________________________
Address_______________________________________________________________________________________

Phone/fax/e-mail________________________________________________________________________________

Number of complexes__________________________________________________________ units
Position numbers according to flow sheet_____________________________________________________________

Information about proportioning complexes
	Parameter name
	Value
	Note

	Main technical characteristic of complex
	The biggest limit of proportioning, NPD
	
	

	
	The lowest limit of proportioning, NmPD
	
	

	
	Proportioning error:

 % of NPD, % of concrete proportion, absolute unit  (delete where not applicable)
	
	

	
	Maximum duration of the proportioning cycle time, sec
	
	

	
	Number of components and method of their loading:

Regular dosing,  loading type «sandwich» with multiple unloading (delete where not applicable)
	
	

	
	Method of dosing:

For loading, for unloading (delete where not applicable)
	
	

	
	Method of loading and unloading
 (natural flow, with pump or enother)
	
	

	Physical-chemical characteristics of   components
	Name
	
	

	
	Density, t/m3
	
	

	
	Viscosity
	
	

	
	Temperature, 0С
	
	

	
	Risk of fire
	
	

	
	Risk of explosion 
	
	

	
	Toxic level 
	
	

	
	Aggressiveness
	
	

	Work conditions
	Range pf air temperature, 0С
	
	

	
	Ambient humidity, %
	
	

	Operating system

	Local dosing terminal device (control section) in set of components or  handling from general system (presence or projected)

(delete where not applicable)
	
	


Operating conditions of complexes:
-ambient temperature, °С (К)……………………+5 till +40 (278-313) 

-relative air humidity, %, no more……………90 (at t=25ºС)

-atmosphere pressure, kPa (mm.Hg).…………………….84-106, 7 (630-800)

-range of vibrations 10…58Hz - 0,02mm;  ………………...58…500Hz -  4,9m/s²

Electrical feeding from AC network with voltage, В
    drive circuit:  220(22
    power circuit: 380(38
    power frequency, Hz: 50(1
Pneumatic feeding realizes from network with pressure (0,5(0,1) MPa ( if there is a pneumatic equipment in composition of the complex)

Requirements for cleaning and drying of stored air by GOST 17433-80:  7 class
Special requirements
	

	

	

	

	


If it’s possible please attach the set of engineering and construction drawings to estimate possibility of equipment combining.
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